Bidirectional Boundary Microphone
FR Series

— Firmware update manual —

16 FEB, 2026



INTRODUCTION

This manual covers firmware update procedure of the FR Series.

NOTE

» Use the USB cable supplied with the Microphone.
» Use windows 11 PC.

» Please download it from HP and save it on your PC.
https://keytech.ntt-at.com/en/imic/

INSTRUCTION

1. Set all dip switches to ON, which locate behind the
Microphone.

2. Hold down the Mute button and connect to the PC via USB
cable.

Mute button

3. PC recognizes the Microphone as a removable disk and the
Explorer opens.

(If the Explorer does not open automatically, please open the
newly recognized removable disk directly under My Computer.)

4. Drag and drop the firmware into the recognized removable
disk.
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https://keytech.ntt-at.com/en/imic/

5. When copying firmware is completed, the six LED lamps on
the front side of the Microphone light up.

6. Look for the “Safely Remove Hardware icon” in the bottom
right corner of the taskbar.

If you don't see it, select Show hidden icons.

Press and hold (or right-click) the icon and select the "Firmware
updater" device to remove from PC.

IMPORTANT
Be sure to run “Safely Remove Hardware” which stated above to
avoid losing data.

Safely Remove Hardware icon
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VERIFICATION PROCEDURE

1. Down load and install “usbview.exe”.

https://docs.microsoft.com/en-us/windows-hardware/drivers/debugger/usbview

* Please refer to the "docs.microsoft.com" for the installation of
"usbview.exe".

2. Connect the Microphone to pc via USB cable.

3. Execute “usbview.exe”.

M2

LsbView.exe

4. Look for “USB Composite Device”.

| % | USE Davice Viewer

File Options Help

My Computer + |[Portl] : USE Composite Dewice

Eyy Standard Enhanced FCI to USE Host Controller [ I |
. &M RootHub _ . .
; : Device Power State: PowerDeviceD0
H EI----ﬂ [Portl] : Generic USE Hub

M[Fortl] : USE Composite Device

——===:Device Information{===—-0
- 4| n

fmiZe [Fort]

LNWC Spec Wersion: 1 5 YWersion: 2.0 Dewices Connected: 5 Hubs Connected: 2

* Port number may be different depending on your environment.

5. Look for “iSerialNumber” section.
The firmware version number is listed next to English (United
State) .
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https://docs.microsoft.com/en-us/windows-hardware/drivers/debugger/usbview

® | USE Device Viewel

File Options Help

EIE hiby Compu ter [Portl] USE Compozite Device
E@ Standard Enhanced PCI to U
L HUB
= E ?iotiitﬂ 1 ¢ Generio L Device Power State: PowerDeviceDl
| UsE ———===:Device Information<===——
English product name: "F2F Recording Hicrophons 1000°
ConnectionStatus:
Current Config Value: 0z01 —» Device Bus Speed: E
Device Address: 0=04
QOpen Pipes: 1
] ===;Device Descriptor{===
""" +2« [Parte] blength: 0x12
e [Port?] blescriptorType: 0=01
B¢ Standard Enhanced FCl to U |hedlSE: O0x0110
&M RootHub bleviceClass: 0x00 —» This is an Interfad
& B [Port]] : Generic L bheviceSubClass: 0=00
H e [Portt ] bDev1cePrDtQCDl: 0=00
bMaxFPacketSizel: 0z40 = (64) Bytes
1idVendor 0x0909 = Audio-Technica Corp.
idProduct : 0x00483
bedDevice: 0x0001
iManufacturer: 0=01
Engli=h (United State=s) “"HTT"
i e [Fortd] iProduct 0x02
e [Port?] ] - ding Microphones 1000°

0=03
“1ioo00o9”

iSerialHunkber:
Engiish (United States)

For Example: In the above figure, the firmware version number
1s 1000009.
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